
ADAPTERS BBETWEEN SSERIES

Part No. Description
9414 Type “N” Female to Standard Double Banana Plug

SPECIFICATIONS
HOUSING: Molded nylon, black.
BANANA PPLUGS: Nickel plated brass frame
with nickel silver springs, fits standard .166”
diameter sockets.
TYPE ““N” FFEMALE CCONNECTOR:
Brass housing with a tarnish resistant finish,
teflon insulation and a silver plated beryllium
copper center contact.

Part No. Description
9225 BNC Female to Double Banana Plug

SPECIFICATIONS
HOUSING: Molded nylon, black.
BANANA PPLUGS: Nickel plated brass frame
with nickel silver springs, fits standard .166”
diameter sockets.
BNC FFEMALE: Brass housing with a tarnish
resistant finish, teflon insulation and a silver
plated beryllium copper center contact.

BNC FFEMALE TTO SSTANDARD DDOUBLE 
BANANA PPLUG AADAPTER

Part No. Description
8039 BNC Female to .080” (2.03mm) Pin

SPECIFICATIONS
HANDLE: Delrin, black.
BNC: Brass, tarnish resistant finish.
CONTACT: Beryllium copper, silver plated.
PIN PPLUG: Nickel plated brass.

BNC FFEMALE TTO SSTANDARD ..080 ((2.03mm) PPIN AADAPTER

Part No. Description
9415 Type “N” Male to Standard Double Banana Plug

SPECIFICATIONS
HOUSING: Molded nylon, black.
BANANA PPLUGS: Nickel plated brass frame with
nickel silver springs, fits standard .166” diameter
sockets.
TYPE ““N” MMALE CCONNECTOR:
Brass housing with a tarnish resistant finish,
teflon insulation and a silver plated brass center
contact.

Part No. Description
9248 BNC Male to Standard Double Banana Plug

SPECIFICATIONS
HOUSING: Molded nylon, black.
BANANA PPLUGS: Nickel plated brass frame with
nickel silver springs, fits standard .166” diameter
sockets.
BNC MMALE: Brass housing with a tarnish resistant
finish, teflon insulation and a silver plated brass
center contact.

BNC MMALE TTO SSTANDARD 
DOUBLE BBANANA PPLUG AADAPTER

Part No. Description
8013 BNC Female to Standard Banana Plug

SPECIFICATIONS
HANDLE: Delrin, black.
BNC: Brass, tarnish resistant finish.
INSULATION: Teflon.
CONTACT: Beryllium copper, silver plated.
BANANA PPLUG: Nickel plated brass frame
with a nickel silver spring.

BNC FFEMALE TTO SSTANDARD BBANANA PPLUG AADAPTER

Part No. Description
9226 UHF Female to Standard Double Banana Plug

SPECIFICATIONS
HOUSING: Molded nylon, black.
BANANA PPLUGS: Nickel plated brass frame
with nickel silver springs, fits standard .166”
diameter sockets.
UHF FFEMALE CCONNECTOR: Brass housing with
a tarnish resistant finish, teflon insulation and a
silver plated beryllium copper center contact.

UHF FFEMALE TTO SSTANDARD DDOUBLE
BANANA PPLUG AADAPTER

Part No. Description
9418 UHF Male to Double Banana Plug

SPECIFICATIONS
HOUSING: Molded nylon, black.
BANANA PPLUGS: Nickel plated brass frame
with nickel silver springs, fits standard .166”
diameter sockets.
UHF MMALE CCONNECTOR: Brass housing with a
tarnish resistant finish, Phenolic insulation and
a silver plated brass center contact.

UHF MMALE TTO DDOUBLE BBANANA
PLUG AADAPTER
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TYPE ““N” FFEMALE TTO SSTANDARD DDOUBLE
BANANA PPLUG AADAPTER

TYPE ““N” MMALE TTO SSTANDARD DDOUBLE
BANANA PPLUG AADAPTER
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