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Deltrol
CONTROLS

DC

Part Number Rating Configuration Description

20312-80

10 Amps at 300 VAC

SPDT 160 SERIES SOLDER TyPE

20312-81* DPDT 160 SERIES SOLDER TyPE

20312-82* 3PDT 160 SERIES SOLDER TyPE

• Surface Mount - Back Connect
• Accepts .187” Terminals
• UL Recognized File #E66240
• CSA Certified File LR29513M36

Part Number Rating Configuration Description

20313-80

10 Amps at 300 VAC

SPDT 160 SERIES .187” QUICk CONNECT 
TyPE

20313-81 DPDT 160 SERIES .187” QUICk CONNECT 
TyPE

20313-82* 3PDT 160 SERIES .187” QUICk CONNECT 
TyPE

• Surface Mount - Back Connect
• Accepts .187” Terminals
• UL Recognized File #E66240
• CSA Certified File LR29513M36

 Back Connecting Sockets
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Deltrol
CONTROLS

DC

Part Number Rating Configuration Description

20314-80

10 Amps at 300 VAC

SPDT 160 SERIES PRINTED CIRCUIT TyPE

20314-81 DPDT 160 SERIES PRINTED CIRCUIT TyPE

20314-82* 3PDT 160 SERIES PRINTED CIRCUIT TyPE

• Surface Mount - Back Connect
• Accepts .187” Terminals
• UL Recognized File #E66240
• CSA Certified File LR29513M36

Sockets

Part Number Description

20902-03* Din Rail/Surface Mount Hold Down Spring

20902-00* Back Connecting Hold Down Spring

Part Number Rating Configuration Description

20395-80

10 Amps at 300 VAC

SPDT 160 SERIES DEEP BARRIER TyPE 
wITH .187” Q.C.

20395-81 DPDT 160 SERIES DEEP BARRIER TyPE 
wITH .187” Q.C.

20395-82 3PDT 160 SERIES DEEP BARRIER TyPE 
wITH .187” Q.C.

• Surface Mount - Back Connect
• Accepts .187” Terminals
• UL Recognized File #E66240
• CSA Certified File LR29513M36

Hold Down Springs


