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KSC4 Series
Sealed Tactile Switch for SMT 6.2 x 6.2 mm, 
with 5.2 mm Height Soft Actuator

The KSC4 series of sealed tact switches for SMT are IP67 rated, 
5.2mm high soft actuator tactile switches. They meet the size and 
performance requirements of products with small surface areas, 
but can also withstand harsh elements like vibration and shock. 
The KSC4 switches are perfect for industrial, consumer and 
automotive applications.

Description

 ■ Positive adaptable tactile 
feeling

 ■ Soft actuator 5.2mm high
 ■ IP67

Features & Benefits

 ■ Industrial electronics
 ■ Consumer products

 ■ Transportation

Applications

Specifications
J Dimensions (mm)

G Dimensions (mm)

Note: Specifications listed above are for switches with standard options. For information on specific and
custom switches, consult Customer Service Center. Detect switch versions are available.  Please see Detect
chapter KSR2D/M series. 

Function Momentary action

Contact Arrangement 1 make contact = SPST, N.O.

Terminals J bend & Gullwing type for SMT

Sealing IP67

Packaging

Switches delivered on continuous tape 
& reels of 1,000 pieces
Dimensions according to EIA RS-481/ 
IEC 60286-3 standard
External diameter 330 ± 2 mm
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DESCRIPTION

SURFACE FINISH

LINEAR TOLERANCE

ANGULAR TOLERANCE

REV.

SCALE SIZE SHEET

DOLE

PROJECTION

CREATED BY

APPROVED BY

STATE

REPLACE :

CRITICAL CHARACTERISTICS (CC) :
VARIATION COULD AFFECT PRODUCT SAFETY OR 
COMPLIANCE WITH GOVERNMENT REGULATIONS

SIGNIFICANT CHARACTERISTICS (SC) :
VARIATION COULD AFFECT FUNCTION OR
SATISFACTION OF CUSTOMER REQUIREMENTS °
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  * Dimension on top plate or housing
  After assembly, the seal can exceed the external dimension. 
  It can be 6,8 mm maximum.

   * Cote sur cage ou P C F
  La membrane d'etancheite peut depasser apres sertissage. 
  Mesuree sur la membrane ,cette cote peut atteindre 6,8 mm

MARKINGDESIGNATIONPART NUMBER
0 - 1KSC401J 70 Sh LFSY31C01441FP LFS

1 - 1KSC411J 70 Sh LFSY31C11441FP LFS
1 - 3KSC413J 70 Sh LFGY31C13441FP LFG

2 - 1KSC421J 70 Sh LFSY31C21441FP LFS
2 - 3KSC423J 70 Sh LFGY31C23441FP LFG

4 - 1KSC441J 70 Sh LFSY31C41441FP LFS
4 - 1KSC441J 70 Sh LFSTY31C41441FPT LFS
4 - 3KSC443J 70 Sh LFGY31C43441FP LFG
4 - 3KSC443J 70 Sh LFGHY31C43441FPH LFG

5 - 1KSC451J 70 Sh LFSY31C51441FP LFS

7 - 1KSC471J 70 Sh LFSY31C71441FP LFS

KSC4xxJ 70 Sh LFx
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 BOUVIER_L 11-22-2002

Mayot, Jocelyn 02/01/19

SIGN.DATE MM/DD/YYDESCRIPTIONECXREV.
ER07/19/2011Dimension updated (B2) 3,5+/-0,2  3,3 miniECR-6975W

LB03/01/2012Part number no lead free removed on table
KSC 441J 70 Sh LFST & KSC 443 J 70 Sh LFGT addedECR-7502X

LB01/05/2016Dimension 2,5 0,15 replaced by dimension 2,9 maxECR-12634Y
LB03/08/2016KSC 451J 70 Sh LFS added on tableECR-13100Z
LB02/01/20196,8 +0,2/-0,1  6,8 +0,3/-0,1ECR-15189AA
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  * Dimension on top plate or housing
  After assembly, the seal can exceed the external dimension. 
  It can be 6,8 mm maximum.

   * Cote sur cage ou P C F
  La membrane d'etancheite peut depasser apres sertissage. 
  Mesuree sur la membrane ,cette cote peut atteindre 6,8 mm

CODEDESIGNATIONPART NUMBER

0 - 1KSC 401 G 70 Sh LFSY31C01445FP LFS
0 - 3KSC 403 G 70 Sh LFGY31C03445FP LFG

1 - 1KSC 411 G 70 Sh LFSY31C11445FP LFS
1 - 3KSC 413 G 70 Sh LFGY31C13445FP LFG

2 - 1KSC 421 G 70 Sh LFSY31C21445FP LFS
2 - 1KSC 421 G 70 Sh LFSTY31C21445FPTLFS
2 - 3KSC 423 G 70 Sh LFGY31C23445FP LFG

4 - 1KSC 441 G 70 Sh LFSY31C41445FP LFS
4 - 1KSC 441 G 70 Sh LFSTY31C41445FPTLFS
4 - 3KSC 443 G 70 Sh LFGY31C43445FP LFG

7 - 1KSC 471 G 70 Sh LFSY31C71445FP LFS

9 - 1KSC 491 G 70 Sh LFSY31C91445FP LFS
9 - 3KSC 493 G 70 Sh LFGY31C93445FP LFG

VISADATENATURE DE LA MODIFICATIONN  DCRREV.
L_B05/01/2016Dimension 2,5 0,15 replaced by dimension 2,9 maxECR-12634W

L_B25/01/2016Reference  KSC 421G LFST added and P/N updated
with 15 capital letters maximumECR-13054X

Material: . Traitement:    . Protection:  . Volume:      .
UNLESS OTHERWISE : 
- DIMENSIONS GIVEN BEFORE PROTECTION
- BURRS AND SHARP EDGES DELETED

ANGULAR TOLERANCE      1 ° CRITICAL 2LINEAR TOLERANCE        0,1 DIMENSIONS
SURFACE FINISH Ra SPC 0. µ DIMENSIONS

CREATE BY
BOUVIER_L 

DATE 22-11-2002 MODIFIED ON THIS REV.   

CHECKED BY
. 

DATE . MODIFICATION see revision table on the first sheet 
REPLACE

APPROVED BY
Kubat, Laurent 
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KSC4 Series
Sealed Tactile Switch for SMT 6.2 x 6.2 mm, 
with 5.2 mm Height Soft Actuator

Mechanical Characteristics

Part # Operating Force FA (Newtons) Operating Life (operations) Travel (mm)

KSC401 50SH 1.45 ± 0.55 5,000,000 0.5 ± 0.25

KSC411 70SH 1.4 ± 0.35 1,000,000 0.35 ± 0.20
KSC421 70SH 1.7 ± 0.45 300,000 0.5 ± 0.25

KSC422 70SH 1.7 ± 0.45 1,000,000 0.5 ± 0.25

KSC434 70SH 2.75 ± 0.75 1,000,000 0.55 ± 0.25

KSC441 70SH 4 ± 1 300,000 0.75 ± 0.25

KSC442 70SH 4 ± 1 1,000,000 0.75 ± 0.25

KSC451 70SH 4.25 ± 0.75 300,000 0.8 ± 0.2 

KSC441 SPD 3.5 ± 0.9 300,000 0.7 ± 0.2 

KSC441 ST1 3.4 ± 1 300,000 0.7 ± 0.25

KSC441 ST2 3.4 ± 1 300,000 0.35 ± 0.20

KSC461 ST1 6.25 ± 1.75 100,000 1 ± 0.3

KSC461 ST2 6.25 ± 1.75 300,000 0.5 ± 0.2 

Soldering Profile

Soldering process: Depending on the application, this component is 
suited to the following methods:

Te
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 (º
C)

Preheating

Ramp up rate < 3 K/s

Ramp down rate < 6 K/s

ca. 45...90s > 220ºC

220ºC 235ºC

180ºC

Time (s)

300

250

200

150

100

50

0
0 6030 90 120 150 180 210 240 270 300 330 360

Typical

Note: Up to 2 reflow cycles in accordance with the above temperature profile

 ■ Terminals being silver or gold plated over a nickel barrier, the use 
of slightly activated flux is suitable.

 ■ Lead free soldering process in accordance with the definition on 
the left. 
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  * Dimension on top plate or housing
  After assembly, the seal can exceed the external dimension. 
  It can be 6,8 mm maximum.

   * Cote sur cage ou P C F
  La membrane d'etancheite peut depasser apres sertissage. 
  Mesuree sur la membrane ,cette cote peut atteindre 6,8 mm

CODEDESIGNATIONPART NUMBER

0 - 1KSC 401 G 70 Sh LFSY31C01445FP LFS
0 - 3KSC 403 G 70 Sh LFGY31C03445FP LFG

1 - 1KSC 411 G 70 Sh LFSY31C11445FP LFS
1 - 3KSC 413 G 70 Sh LFGY31C13445FP LFG

2 - 1KSC 421 G 70 Sh LFSY31C21445FP LFS
2 - 1KSC 421 G 70 Sh LFSTY31C21445FPTLFS
2 - 3KSC 423 G 70 Sh LFGY31C23445FP LFG

4 - 1KSC 441 G 70 Sh LFSY31C41445FP LFS
4 - 1KSC 441 G 70 Sh LFSTY31C41445FPTLFS
4 - 3KSC 443 G 70 Sh LFGY31C43445FP LFG

7 - 1KSC 471 G 70 Sh LFSY31C71445FP LFS

9 - 1KSC 491 G 70 Sh LFSY31C91445FP LFS
9 - 3KSC 493 G 70 Sh LFGY31C93445FP LFG

VISADATENATURE DE LA MODIFICATIONN  DCRREV.
L_B05/01/2016Dimension 2,5 0,15 replaced by dimension 2,9 maxECR-12634W

L_B25/01/2016Reference  KSC 421G LFST added and P/N updated
with 15 capital letters maximumECR-13054X

Material: . Traitement:    . Protection:  . Volume:      .
UNLESS OTHERWISE : 
- DIMENSIONS GIVEN BEFORE PROTECTION
- BURRS AND SHARP EDGES DELETED

ANGULAR TOLERANCE      1 ° CRITICAL 2LINEAR TOLERANCE        0,1 DIMENSIONS
SURFACE FINISH Ra SPC 0. µ DIMENSIONS

CREATE BY
BOUVIER_L 

DATE 22-11-2002 MODIFIED ON THIS REV.   

CHECKED BY
. 

DATE . MODIFICATION see revision table on the first sheet 
REPLACE

APPROVED BY
Kubat, Laurent 

DATE 07/03/16 FILENAME CU31M4G701FP
STATE       OFFICIEL
DRAWING DESCRIPTION

KSC 4 G
70 ShSCALE

10,00 .
SIZE SHEET DRAWING NUMBER REV

BP 359 - 39105 Dole - FRANCE - A3 1 / 1 CU31M4G701FP X

LAYOUT - PAD
SCALE : 5

*

*

0
1

SCALE 5

SYSTEM CONFIDENTIAL

1

2

3

1

2

3

4

FEDCBA

FEDCBA

F

C
O

N
FI

D
E

N
TI

A
L.

 T
hi

s 
do

cu
m

en
t a

nd
 th

e 
in

fo
rm

at
io

n 
in

 it
 is

 th
e 

ex
cl

us
iv

e 
pr

op
er

ty
 o

f C
&

K
 C

om
po

ne
nt

s 
an

d 
is

 n
ot

 to
 b

e 
us

ed
 o

r d
is

cl
os

e 
w

ith
ou

t 
th

e 
ex

pr
es

s 
w

rit
te

n 
pe

rm
is

si
on

 o
f C

&
K

 C
om

po
ne

nt
s.

4
0,

1

6,
2+0

,3
 0

10 0,3
6,2+0,3

 0

0,
7

0,
05

7,6+0,2
-0,1

0,
1+0

,2
 0

0,1

( 15  )

2,
9 

m
ax

( 0,5 )

( 5  )

5,
2

0,
2

2,7 0,1

1

12 min

5,8 max

4

  * Dimension on top plate or housing
  After assembly, the seal can exceed the external dimension. 
  It can be 6,8 mm maximum.

   * Cote sur cage ou P C F
  La membrane d'etancheite peut depasser apres sertissage. 
  Mesuree sur la membrane ,cette cote peut atteindre 6,8 mm

CODEDESIGNATIONPART NUMBER

0 - 1KSC 401 G 70 Sh LFSY31C01445FP LFS
0 - 3KSC 403 G 70 Sh LFGY31C03445FP LFG

1 - 1KSC 411 G 70 Sh LFSY31C11445FP LFS
1 - 3KSC 413 G 70 Sh LFGY31C13445FP LFG

2 - 1KSC 421 G 70 Sh LFSY31C21445FP LFS
2 - 1KSC 421 G 70 Sh LFSTY31C21445FPTLFS
2 - 3KSC 423 G 70 Sh LFGY31C23445FP LFG

4 - 1KSC 441 G 70 Sh LFSY31C41445FP LFS
4 - 1KSC 441 G 70 Sh LFSTY31C41445FPTLFS
4 - 3KSC 443 G 70 Sh LFGY31C43445FP LFG

7 - 1KSC 471 G 70 Sh LFSY31C71445FP LFS

9 - 1KSC 491 G 70 Sh LFSY31C91445FP LFS
9 - 3KSC 493 G 70 Sh LFGY31C93445FP LFG

VISADATENATURE DE LA MODIFICATIONN  DCRREV.
L_B05/01/2016Dimension 2,5 0,15 replaced by dimension 2,9 maxECR-12634W

L_B25/01/2016Reference  KSC 421G LFST added and P/N updated
with 15 capital letters maximumECR-13054X

Material: . Traitement:    . Protection:  . Volume:      .
UNLESS OTHERWISE : 
- DIMENSIONS GIVEN BEFORE PROTECTION
- BURRS AND SHARP EDGES DELETED

ANGULAR TOLERANCE      1 ° CRITICAL 2LINEAR TOLERANCE        0,1 DIMENSIONS
SURFACE FINISH Ra SPC 0. µ DIMENSIONS
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  * Dimension on top plate or housing
  After assembly, the seal can exceed the external dimension. 
  It can be 6,8 mm maximum.

   * Cote sur cage ou P C F
  La membrane d'etancheite peut depasser apres sertissage. 
  Mesuree sur la membrane ,cette cote peut atteindre 6,8 mm

MARKINGDESIGNATIONPART NUMBER
0 - 1KSC401J 70 Sh LFSY31C01441FP LFS

1 - 1KSC411J 70 Sh LFSY31C11441FP LFS
1 - 3KSC413J 70 Sh LFGY31C13441FP LFG

2 - 1KSC421J 70 Sh LFSY31C21441FP LFS
2 - 3KSC423J 70 Sh LFGY31C23441FP LFG

4 - 1KSC441J 70 Sh LFSY31C41441FP LFS
4 - 1KSC441J 70 Sh LFSTY31C41441FPT LFS
4 - 3KSC443J 70 Sh LFGY31C43441FP LFG
4 - 3KSC443J 70 Sh LFGHY31C43441FPH LFG

5 - 1KSC451J 70 Sh LFSY31C51441FP LFS

7 - 1KSC471J 70 Sh LFSY31C71441FP LFS

KSC4xxJ 70 Sh LFx
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ER07/19/2011Dimension updated (B2) 3,5+/-0,2  3,3 miniECR-6975W

LB03/01/2012Part number no lead free removed on table
KSC 441J 70 Sh LFST & KSC 443 J 70 Sh LFGT addedECR-7502X

LB01/05/2016Dimension 2,5 0,15 replaced by dimension 2,9 maxECR-12634Y
LB03/08/2016KSC 451J 70 Sh LFS added on tableECR-13100Z
LB02/01/20196,8 +0,2/-0,1  6,8 +0,3/-0,1ECR-15189AA
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  * Dimension on top plate or housing
  After assembly, the seal can exceed the external dimension. 
  It can be 6,8 mm maximum.

   * Cote sur cage ou P C F
  La membrane d'etancheite peut depasser apres sertissage. 
  Mesuree sur la membrane ,cette cote peut atteindre 6,8 mm

MARKINGDESIGNATIONPART NUMBER
0 - 1KSC401J 70 Sh LFSY31C01441FP LFS

1 - 1KSC411J 70 Sh LFSY31C11441FP LFS
1 - 3KSC413J 70 Sh LFGY31C13441FP LFG

2 - 1KSC421J 70 Sh LFSY31C21441FP LFS
2 - 3KSC423J 70 Sh LFGY31C23441FP LFG

4 - 1KSC441J 70 Sh LFSY31C41441FP LFS
4 - 1KSC441J 70 Sh LFSTY31C41441FPT LFS
4 - 3KSC443J 70 Sh LFGY31C43441FP LFG
4 - 3KSC443J 70 Sh LFGHY31C43441FPH LFG

5 - 1KSC451J 70 Sh LFSY31C51441FP LFS

7 - 1KSC471J 70 Sh LFSY31C71441FP LFS

KSC4xxJ 70 Sh LFx
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ER07/19/2011Dimension updated (B2) 3,5+/-0,2  3,3 miniECR-6975W

LB03/01/2012Part number no lead free removed on table
KSC 441J 70 Sh LFST & KSC 443 J 70 Sh LFGT addedECR-7502X

LB01/05/2016Dimension 2,5 0,15 replaced by dimension 2,9 maxECR-12634Y
LB03/08/2016KSC 451J 70 Sh LFS added on tableECR-13100Z
LB02/01/20196,8 +0,2/-0,1  6,8 +0,3/-0,1ECR-15189AA
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KSC4 Series
Sealed Tactile Switch for SMT 6.2 x 6.2 mm, 
with 5.2 mm Height Soft Actuator

Disclaimer Notice - Information furnished is believed to be accurate and reliable. However, users should independently evaluate the suitability of and test each product selected for their own applications.  Littelfuse products are 
not designed for, and may not be used in, all applications. Read complete Disclaimer Notice at http://www.littelfuse.com/disclaimer-electronics.

Ordering Number
Our easy build-a-switch concept allows you to mix and match options to create the switch you need. To order, select desired option from 
each category and place it in the appropriate box. However, please note that all the combinations of these options are not feasible. For 
any part number different from those listed above, please consult your local representative.

Notes:
1. Applies to KSC401J/G50SH only
2. Applies to KSC411J/G70SH, KSC421J/G70SH and KSC441J/G70SH

KSC4  - x - x  - x - xxx - xxx

 

 
 
 

 

Operating Force
0: 1.45 N (145 grams) 
1: 1.4 N (140 grams)
2: 1.7 N (170 grams)
3: 2.75N (275 grams)
4: 4 N (400 grams)
5: 4.25 N (425 grams)
6: 6.25 N (625 grams)

Contact Material
1: Silver
2: Silver long life
3: Gold
4: Gold long life

Termination
J: J Bend
G: Gullwing

LFS:  Lead free compatible, silver plated
LFG:  Lead free compatible, gold plated

50SH: 50 shore¹
70SH: 70 shore2

SPD: Special delta version
ST1: High click
ST2: Low click 

Liability Limitation 
This datasheet does not provide enough information for applications that require a certain level of quality or safety such as automotive, medical systems, or 
safety equipement. Please contact customer service for the contractual specification package.
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 See Detail R

Detail R
Scale 1

Reeling Direction
Out of Production

Ø

±

Tape & Reel Packaging Details
Type Tape & reel

Number of Parts in Packaging 2,000

Other Information Tape and reel per EIA 481

Transport Conditions
According to specification 

NF H00-060


