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　　　　　　　　変 更 内 容
　　　　　　　　DESCRIPTION

製　図
DR.

担　当
CHK.

査　閲
APPD.

承　認
APPD.

2 WIRE － AVSS (0.5sq) COLOR:- (NOTE3) -

1 M34P75C4F1 1 MSP1R PLATING:Sn SJ038528
符号

NO.

名　　　称

DESCRIPTION

個 数
QTY.

材　　料

MATERIAL

仕　上

FINISH

備　考

REMARKS

1 2

17.65

900

NOTE 2.REFERENCE TERMINAL DRAWING AND SPECIFICATIONS FOR MORE DETAIL.

NOTE 5.THE CRIMPED WIRE SHOULD ONLY BE INSERTED TO THE SPECIFIED JAE HOUSING AND CAVITY.

NOTE 4.TERMINAL CRIMPED ON ONE END OF WIRE ONLY. OPPOSITE END IS BLUNT CUT.

NOTE 3.WIRE COLOR IS NOT DETERMINED. SUBJECT TO CHANGE.

NOTE 6.REFERENCE THE JAE SPECIFICATION AND INSTRUCTION MANUAL FOR PROPER HANDLING AND APPLICABLE HOUSING PART NUMBERS.

NOTE 1.INTENDED FOR PROTOTYPE AND TESTING PURPOSES.


