
                    P-25-Q-2Q-XXX Series Direct Attached Cable 

                                                  1 

QSFP28 Breakout to 2xQSFP28 Direct Attached Cable 























 

 

 

Features 
 

 QSFP Module compliant to SFF-8661 

 Transmission data rate up to 25.78Gbps per channel  

 Enable 100Gb/s Transmission 

 Maximum link length up to 5m 

 Built-in EEPROM functions 

 Operating case temperature -0°C ~ +70°C  

 RoHS2.0 compliant   
 
 
Absolute Maximum Ratings 
 

Parameter Symbol Min Typical Max Unit 

Supply Voltage Vcc 3.13 3.3 3.47 V 

Storage temperature Ts -40  85 ºC 

Operating Case temperature Tc 0  70 ºC 

Humidity 

 

 

 

 

Rh 5  85 % 
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Data Rate    100  Gbps 

Physical Characteristics 
 

Parameter Symbol Min Typical Max Unit 

Length L 0.5  5.0 M 

AWG  30  26 AWG 

Jacket material   PVC, Black (or Customization) 

 

Electrical Specifications 
 

   

Parameter Symbol Min Typical Max Unit 

Resistance Rcon   3 ohm 

Insulation Resistance Rins    10 Mohm 

Raw cable impedance  Zca 95 100 110 ohm 

Mated connector 

Impedance 
Zmated 85 100 110 ohm 

Insertion loss at 12.89 

GHz 
SDD21 8  22.48 dB 

Return loss SDD11/22 

 

 

Return_loss(f)≥ 

 

 

For 0.05 ≤f ≤19 GHz, Where f is the frequency in GHz 

dB 

Differential to common-

mode return loss 
SCD11/22 

 

Return_loss(f)≥ 

 

For 0.01 ≤f ≤19 GHz, Where f is the frequency in GHz 

dB 

Differential to common-

mode conversion loss 

SCD21-

SDD21 

 

Conversion _loss(f) 

– IL(f)≥ 

For 0.01 ≤f ≤19 GHz, Where f is the frequency in GHz 

dB 

Minimum COM COM 3   dB 

16.5-2√f      0.05≤f﹤4.1 
 
10.66-14log10(f/ 5.5)  4.1≤f≤19 

22-(20/25.78)f  0.01≤f﹤12.89 
 
15-(6/25.78)f   12.89≤f≤19 

 

10           0.01≤f﹤12.89 
27-(29/22)f    0.01≤f﹤15.7 
6.3           15.7≤f≤19 
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Pin Description 















  

 

 

 

 

Electrical Pin-out Details for QSFP 
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Mechanical Dimensions 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

P0 P1&P2 

GAUGE OD 
BEND 

RADIUS ”R” 

MIN. BEND 

RADIUS ”L” 
GAUGE OD 

BEND 

RADIUS ”R” 

MIN. BEND 

RADIUS ”L” 

30AWG 12MM 60MM 96MM 30AWG 6MM 30MM 60MM 

27AWG 14.4MM 72MM 110MM 27AWG 7.2MM 36MM 67MM 

26AWG 15MM 75MM 114MM 26AWG 7.5MM 38MM 70MM 
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Ordering Information 

Model Number Part Number Description 

P-25-Q-2Q-005 1060100002201  100G QSFP28 to 2xQSFP28 DAC,30AWG,PVC,BLACK,0.5m. 

P-25-Q-2Q-010  1060100002202  100G QSFP28 to 2xQSFP28 DAC,30AWG,PVC,BLACK,1.0m. 

P-25-Q-2Q-015 1060100002203  100G QSFP28 to 2xQSFP28 DAC,30AWG,PVC,BLACK,1.5m. 

P-25-Q-2Q-020 1060100002204  100G QSFP28 to 2xQSFP28 DAC,30AWG,PVC,BLACK,2.0m. 

P-25-Q-2Q-025 1060100002205  100G QSFP28 to 2xQSFP28 DAC,30AWG,PVC,BLACK,2.5m. 

P-25-Q-2Q-030 1060100002206  100G QSFP28 to 2xQSFP28 DAC,30AWG,PVC,BLACK,3.0m. 

P-25-Q-2Q-035 1060100002207  100G QSFP28 to 2xQSFP28 DAC,28/27AWG,PVC,BLACK,3.5m. 

P-25-Q-2Q-040 1060100002208  100G QSFP28 to 2xQSFP28 DAC,28/27AWG,PVC,BLACK,4.0m. 

P-25-Q-2Q-045 1060100002209  100G QSFP28 to 2xQSFP28 DAC,27/26AWG,PVC,BLACK,4.5m. 

P-25-Q-2Q-050 1060100002210  100G QSFP28 to 2xQSFP28 DAC,26AWG,PVC,BLACK,5.0m. 
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