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 RangeDisplay

For further assistance, please contact sales@eclipsemagnetics.com

Although we have made every attempt to provide accurate information, 
we do reserve the right to change any of the information in this document 
without notice.

We cannot accept any responsibility or liability for any errors or problems 
caused by using any of the information provided.

Conversions Guide:-

28g/cm2 ≈ 0.398lb/in2

44g/cm2 ≈ 0.625lb/in2

55g/cm2 ≈ 0.782lb/in2

(the above conversion values are rounded down)

•  Max operating temperature: 60°c
•  Magnetic on 1 face only
•  UV Coating for cleaner handling.
•  Flexible and impact resilient but can be easily cut with scissors
•  Regular shapes can be cut using inexpensive dies

Available with plain, white gloss or standard acrylic adhesive backing. Coloured and 
dry wipe finishes available. Please contact us for details.

Product 
Number

Thickness
mm

Width
mm

Roll 
Length

m

Weight
kg

Pull 
Force
g/cm2

Finish 

060510A2 0.5 620 30 35 28 Plain
060710A2 0.75 620 30 53 44 Plain

060524A2 0.6 620 30 43 28 Gloss Vinyl White

060724A2 0.85 620 30 60 44 Gloss Vinyl White
060724D2 0.85 620 15 30 44 Gloss Vinyl White
060724X5 0.6 1000 10 23 28 Gloss Vinyl White
060724X4 0.85 1000 10 33 44 Gloss Vinyl White
060711A2 0.8 620 30 60 44 Adhesive Backed

Product 
Number

Thickness
mm

Width
mm

Tile 
Length

m

Weight
kg

Pull 
Force
g/cm2

Finish 
Units / 
pack 

FM650 0.75 150 0.15 0.071 44 Adhesive 5


